
RMP20WDLCCT3-01, RMP30WDLCCT3-01, RMP50WDLCCT3-01

MORPH 20/30/50W CCT SELECTABLE DIMMABLE
LED DOWNLIGHT, IP54 WHITE, 4000K, 5000K, 6500K

1. Ensure mains supply is switched off before commencing work.
2. This luminaire requires a round hole Ø195mm cut into the ceiling for correct installation.
3. Before cutting, ensure that the hole does not impinge on joists, pipe work, cables or 
    other building services.
4. Connect supply: Insert plug in the socket.
    Alternatively connect supply cables: Brown to Live, Blue to Neutral
5. Choose CCT 4000K, 5000K and 6500K using selector switch on the fly lead
    Note: 6500K: 1 = Off & 2 = On. 
6. Offer luminaire up to cut-out. Hold retention spring vertically against fitting body, push 
     fitting through the cut-out until the springs come down on the upper side of the 
     plaster board. Ensure that the fitting is secure and the bezel is tight against the ceiling
Note: This luminaire has no user serviceable parts. If damaged, disconnect from mains and 

-10°C < Ta < +40°C, 220-240V~50/60Hz, Class II, IP54
Suitable for mounting on a normally flammable surface.
See website for compatible dimmer list: www.ledgrouprobus.com.au

INSTRUCTION MANUAL

PLEASE READ INSTRUCTION BEFORE COMMENCING INSTALLATION AND RETAIN FOR 
FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. If in any doubt about the 
installation or use of this product, consult a competent electrician
                                                                   Note:
Product technical information and specification may change over time without prior notification. 
For the latest technical information please visit our web site www.ledgrouprobus.com.au
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The Installation must be carried out by a qualified electrician

Installation

Safety instruction
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DANGER - RISK OF FIRE
- Shall not be installed in residential premises 

SCI = 120mm  MIC = 255mm 
SCB = 75mm  HCB = 225mm

Warning:
This luminaire is not suitable for installation in locations where thermal insulation is present, 
or may reasonably be expected to be installed in the future, or where there is a likelihood of 
other combustible material, E.G. leaves or vermin debris, etc. Collecting on or around the 
luminaire. It is not suitable for domestic installations or installation in residential areas of 
non-domestic installations ( Residential institutions, hotels, boarding houses, hospitals, 
accommodation houses, motels, hostels and the like )
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CCT select switch:
1: On, 2: Off =    4K
1: On, 2: On =     5K
1: Off, 2: On =    6K
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